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Features:
•	 0.050” (1.27mm) contact spacing compliance 

with MIL-DTL-83513
•	 Contact Counts: 9, 15, 21, 25, 31, 37 positions

Applications:
•	 Satellites 
•	 UAVs
•	 Guided Munitions
•	 Geophysical instruments

Portfolio:
•	 Vertical PCB 
•	 Horizontal PCB 

(Edge Mount)
•	 Cable Assemblies

Features:
•	 Enhanced 50-ohm RF performance in a familiar 

ultra-compact footprint. 
•	 0.100” (2.54mm) contact spacing compatible 

with MIL-DTL-83513 mounting hardware. 
•	 Channel Counts: 2, 4, or 8 positions.  

Applications:
•	 Wireless
•	 Test & Measurement
•	 Radar
•	 Antenna
•	 Aero-Defense

Portfolio:
•	 Veritcal PCB
•	 Horizontal PCB 

(Edge Mount)
•	 Cable Assemblies

Features:
•	 Enhanced 50-ohm RF performance in a familiar 

ultra-compact footprint. 
•	 0.197” (5mm) pitch interface compatible with 

MIL-DTL-83513 mounting hardware. 
•	 Channel Counts: 2, 4, or 8. 

Applications:
•	 Data Centers
•	 Telecom
•	 Automotive
•	 Aero-Defense

Portfolio:
•	 Vertical PCB
•	 Horizontal PCB 

(Edge Mount)
•	 Cable Assemblies


